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shall be promptly provided to the regu-
latory authority and to the person re-
questing the survey. If the person re-
questing the survey disagrees with the
contents and/or recommendations con-
tained therein, he or she may submit
to both the operator and the regu-
latory authority a detailed description
of the specific areas of disagreement.

(e) Any surveys requested more than
10 days before the planned initiation of
blasting shall be completed by the op-
erator before the initiation of blasting.

[48 FR 9809, Mar. 8, 1983]

§ 817.64 Use of explosives: General per-
formance standards.

(a) The operator shall notify, in writ-
ing, residents within 1⁄2 mile of the
blasting site and local governments of
the proposed times and locations of
blasting operations. Such notice of
times that blasting is to be conducted
may be announced weekly, but in no
case less than 24 hours before blasting
will occur.

(b) Unscheduled blasts may be con-
ducted only where public or operator
health and safety so requires and for
emergency blasting actions. When an
operator conducts an unscheduled sur-
face blast incidental to underground
coal mining operations, the operator,
using audible signals, shall notify resi-
dents within 1⁄2 mile of the blasting site
and document the reason in accordance
with § 817.68(p).

(c) All blasting shall be conducted be-
tween sunrise and sunset unless night-
time blasting is approved by the regu-
latory authority based upon a showing
by the operator that the public will be
protected from adverse noise and other
impacts. The regulatory authority may
specify more restrictive time periods
for blasting.

[48 FR 9809, Mar. 8, 1983]

§ 817.66 Use of explosives: Blasting
signs, warnings, and access control.

(a) Blasting signs. Blasting signs shall
meet the specifications of § 817.11. The
operator shall—

(1) Conspicuously place signs reading
‘‘Blasting Area’’ along the edge of any
blasting area that comes within 100
feet of any public-road right-of-way,
and at the point where any other road

provides access to the blasting area;
and

(2) At all entrances to the permit
area from public roads or highways,
place conspicuous signs which state
‘‘Warning! Explosives in Use,’’ which
clearly list and describe the meaning of
the audible blast warning and all-clear
signals that are in use, and which ex-
plain the marking of blasting areas and
charged holes awaiting firing within
the permit area.

(b) Warnings. Warning and all-clear
signals of different character or pat-
tern that are audible within a range of
1⁄2 mile from the point of the blast shall
be given. Each person within the per-
mit area and each person who resides
or regularly works within 1⁄2 mile of
the permit area shall be notified of the
meaning of the signals in the blasting
notification required in § 817.64(a).

(c) Access control. Access within the
blasting areas shall be controlled to
prevent presence of livestock or unau-
thorized persons during blasting and
until an authorized representative of
the operator has reasonably deter-
mined that—

(1) No unusual hazards, such as immi-
nent slides or undetonated charges,
exist; and

(2) Access to and travel within the
blasting area can be safely resumed.

[48 FR 9810, Mar. 8, 1983]

§ 817.67 Use of explosives: Control of
adverse effects.

(a) General requirements. Blasting
shall be conducted to prevent injury to
persons, damage to public or private
property outside the permit area, ad-
verse impacts on any underground
mine, and change in the course, chan-
nel, or availability of surface or ground
water outside the permit area.

(b) Airblast—(1) Limits. (i) Airblast
shall not exceed the maximum limits
listed below at the location of any
dwelling, public building, school,
church, or community or institutional
building outside the permit area, ex-
cept as provided in paragraph (e) of
this section.

Lower frequency limit of measuring sys-
tem, in Hz (±3 dB)

Maximum level, in
dB

0.1 Hz or lower—flat response 1 ............. 134 peak.
2 Hz or lower—flat response ................... 133 peak.
6 Hz or lower—flat response ................... 129 peak.
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